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(54) Title: METHOD FOR GENERATING PROCESS HEAT AND/OR ELECTRICAL ENERGY 

(54) Bezeichnung: VERFAHREN ZUR ERZEUGUNG VON PROZESS WARME UND/ODER ELEKTRISCHER ENERGIE 
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C ... 50 % H 2 

REMAINDER : N 2 C Q2 

D ... REMAINDER 



J£i (57) Abstract: The invention concerns a method for generating process heat and/or electrical energy for a machine used in the 
|SS^ production and/or finishing of a web of fibrous material, particularly a paper web or paperboard web, during which gas having a 
£kj highest possible proportion of hydrogen is generated from the waste products resulting during the production and/or finishing of the 
web of fibrous material, and this hydrogen-rich gas is used for generating the necessary process heat and/or the necessary electrical 
energy. 
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(57) Zusammenfassung: Bei einem Verfahren zur Erzeugung von Prozesswarme und/oder elektrischer Energie fur eine Maschine 
zur Herstellung und/oder Veredelung einer Faserstoffbahn, insbesondere Papier- oder Kartonbahn, wird aus den bei der Herstellung 
und/oder Veredelung der Faserstoffbahn anfallenden Abfallprodukten Gas mit moglichst hohem Wasserstoffanteil erzeugt und dieses 
wasserstoffreiche Gas zur Erzeugung der erforderlichen Prozesswarme und/oder erforderlichen elektrischen Energie verwendet. 



